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LED Non-Directional Lamp LED Non-Directional Lamp

LED Candle

LED Classic

Brilliant sparkling effects, capable for 100% to 10% linear dimming*

• Resembles point-source and incandescent-like sparkling light effect
• Even light distribution of 330° illumination to create a comfortable environment

With a sleek and elegant shape, the perfect replacement for incandescent classic

• Even light distribution of 330° illumination to create a comfortable environment
• Capable for linear dimming from 100% to 10%*

Model No. Voltage
(V)

Lamp
Base

Rated Life
(hrs)

Luminous Flux
(lm)

Colour Temp. [CRI] Diameter
(mm)

Length
(mm)

Energy
Label

Dimmable

LG0708dv2 220-240 E27 25,000 420 2800K [Ra80] 4000K [Ra80] 92 129 Grade A 100-10%*
LG0808dv2 220-240 E27 25,000 420 2800K [Ra80] 4000K [Ra80] 120 165 Grade A 100-10%*
LG1014dv2† 220-240 E27 25,000 810 2800K [Ra80] 4000K [Ra80] 92 129 Grade A 100-10%*
LG1114dv2† 220-240 E27 25,000 810 2800K [Ra80] 4000K [Ra80] 120 165 Grade A 100-10%*

LED Globe

LG0708dv2 LG0808dv2 LG1014dv2 LG1114dv2

8W 14W

All rounded illumination with simple and beautiful outlook

• Even light distribution of 330° illumination
• Linear dimming from 100% to 10% available*
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LC0403v2 LC0403CSv2 LC0305v2
LC0305dv2

LC0305CSv2
LC0305dCSv2

LC0305CTv2
LC0305dCTv2

3W 5W

LG0303v2 LG0303CSv2 LG0505v2
LG0505dv2

LG0505CSv2
LG0505dCSv2

LG0408dv2 LG0911d
LG0911dv2

3W 5W 8W 11W

Model No. Voltage
(V)

Lamp
Base

Rated Life
(hrs)

Luminous
Flux (lm)

Colour Temp. [CRI] Diameter
(mm)

Length
(mm)

Energy
Label

Dimmable

LC0403v2† 220-240 E14 25,000 140 2800K [Ra80] 4000K [Ra80] 35 104 N/A N/A
LC0403CSv2† 220-240 E14 25,000 140 2800K [Ra80] 4000K [Ra80] 35 104 N/A N/A
LC0305dv2 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 41 113 Grade A 100-10%*
LC0305dv2 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 41 108 Grade A 100-10%*
LC0305v2 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 41 113 Grade A N/A
LC0305v2 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 41 108 Grade A N/A
LC0305dCSv2† 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 41 113 Grade A 100-10%*
LC0305dCSv2† 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 41 108 Grade A 100-10%*
LC0305CSv2† 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 41 113 Grade A N/A
LC0305CSv2† 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 41 108 Grade A N/A
LC0305dCTv2† 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 41 116 Grade A 100-10%*
LC0305dCTv2† 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 41 111 Grade A 100-10%*
LC0305CTv2† 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 41 116 Grade A N/A
LC0305CTv2† 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 41 111 Grade A N/A

Specifications:

Model No. Voltage
(V)

Lamp
Base

Rated Life
(hrs)

Luminous Flux
(lm)

Colour Temp. [CRI] Diameter
(mm)

Length
(mm)

Energy
Label

Dimmable

LG0303v2† 220-240 E14 25,000 140 2800K [Ra80] 4000K [Ra80] 45 92 N/A N/A
LG0303CSv2† 220-240 E14 25,000 140 2800K [Ra80] 4000K [Ra80] 45 92 N/A N/A
LG0505dv2 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 45 97 Grade A 100-10%*
LG0505dv2 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 45 92 Grade A 100-10%*
LG0505v2 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 45 97 Grade A N/A
LG0505v2 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 45 92 Grade A N/A
LG0505dCSv2† 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 45 97 Grade A 100-10%*
LG0505dCSv2† 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 45 92 Grade A 100-10%*
LG0505CSv2† 220-240 E14 25,000 240 2800K [Ra80] 4000K [Ra80] 45 97 Grade A N/A
LG0505CSv2† 220-240 E27 25,000 240 2800K [Ra80] 4000K [Ra80] 45 92 Grade A N/A
LG0408dv2 220-240 E27 25,000 420 2800K [Ra80] 4000K [Ra80] 60 118 Grade A 100-10%*
LG0911dv2† 220-240 E27 25,000 620 2800K [Ra80] 4000K [Ra80] 65 123 Grade A 100-10%*
LG0911d† 220-240 E27 25,000 810 2800K [Ra80] 4000K [Ra80] 65 123 Grade A 100-10%*

†	 Preliminary data
*	 100-10% dimming is capable when working with a leading edge dimmer.

Specifications:

Specifications:

†	 Preliminary data
*	 100-10% dimming is capable when working with a leading edge dimmer.

LED Non-Directional Lamp







MEGAMAN® LED
True replacement for halogen and 
incandescent lamps
MEGAMAN® is now leading the way with its 
state-of-the-art LED light sources.

MEGAMAN® is delighted to enhance its LED 
product offer with a comprehensive range of 
highly efficient LED solutions that match the 
performance as well as the appearance of 
familiar halogen and incandescent lamps.

LED CLASSIC delivers 
uniform and incredible 
lighting performance

The MEGAMAN® patented heat sink 
design of non-directional lamps allows 
an even all-round light distribution 
combined with sleek and lightweight 
designs. The LED Classic range has 
packages up to 810 lumen (up to 
74lm/W), which offers a true retrofit for all 
common 60W incandescent bulbs.

LED AR111 Reflector provides a 75W 
halogen replacement with superb 
performance

With the all-new glass 
cover design and patented 
Thermal Conductive 
Highway™ (TCH) 
technology, the LED AR111 
Reflector delivers excellent 
lighting performance of up 
to 5000cd with 100% to 10% 
linear dimming available, 
which provides a perfect 
replacement for a 75W 
halogen AR111. 

The MEGAMAN® LED AR111 
Reflector is compatible with 
the majority of AC/DC 12V 
halogen transformers, making the reflector a 
viable option in most retrofit applications. 

LED Reflector LED Reflector

Model No. Voltage
(V)

Lamp
Base

Rated Life
(hrs)

Max. Luminous
Intensity (cd)

Beam Angle
(°)

Luminous Flux
(lm)

Colour Temp. [CRI] Diameter
(mm)

Length
(mm)

Dimmable

ER0604DGv2-WFL† AC/DC 12V GU5.3 25,000 260 WFL (38°) 200 2800K [Ra80] 4000K [Ra80] 50 47 N/A
ER0604DGv2-VWFL† AC/DC 12V GU5.3 25,000 140 VWFL (60°) 200 2800K [Ra80] 4000K [Ra80] 50 47 N/A
ER0605DGv2-WFL† AC/DC 12V GU5.3 25,000 360 WFL (38°) 330 2800K [Ra80] 4000K [Ra80] 50 47 N/A
ER0605DGv2-VWFL† AC/DC 12V GU5.3 25,000 240 VWFL (60°) 330 2800K [Ra80] 4000K [Ra80] 50 47 N/A
ER1708d-50H24D† AC/DC 12V GU5.3 25,000 1700 24 400 2800K [Ra82] 4000K [Ra85] 50 62 100-10%*
ER1708d-50H36D† AC/DC 12V GU5.3 25,000 900 36 400 2800K [Ra82] 4000K [Ra85] 50 62 100-10%*

Model No. Voltage
(V)

Lamp
Base

Rated Life
(hrs)

Max. Luminous
Intensity (cd)

Beam Angle
(°)

Luminous Flux
(lm)

Colour Temp. [CRI] Diameter
(mm)

Length
(mm)

Dimmable

LR1303DGv2-VWFL† 220-240 GX53 25,000 135 VWFL (60°) 120 2800K [Ra80] 4000K [Ra80] 75 25 N/A
LR1305DGv2-VWFL† 220-240 GX53 25,000 200 VWFL (60°) 280 2800K [Ra80] 4000K [Ra80] 75 25 N/A

LR1303DGv2-VWFL
LR1305DGv2-VWFL

3W

5W

An eco-conscious lighting solution, the LED MR16 reflector works with common AC/DC 12V halogen transformers

• Directly replaces traditional halogen MR16 equivalents in size and shape
• Linear dimming from 100% to 10% version available*

LED PAR16

Model No. Voltage
(V)

Lamp
Base

Rated Life
(hrs)

Max. Luminous
Intensity (cd)

Beam Angle
(°)

Luminous Flux
(lm)

Colour Temp. [CRI] Diameter
(mm)

Length
(mm)

Dimmable

LR1203DGv2-WFL† 220-240 GU10 25,000 180 WFL (38°) 150 2800K [Ra80] 4000K [Ra80] 50 57 N/A
LR1203DGv2-VWFL† 220-240 GU10 25,000 120 VWFL (60°) 150 2800K [Ra80] 4000K [Ra80] 50 57 N/A
LR1204DGv2-WFL† 220-240 GU10 25,000 300 WFL (38°) 280 2800K [Ra80] 4000K [Ra80] 50 57 N/A
LR1204DGv2-VWFL† 220-240 GU10 25,000 200 VWFL (60°) 280 2800K [Ra80] 4000K [Ra80] 50 57 N/A
LR1506-35H24D† 220-240 GU10 25,000 1300 24 270 2800K [Ra82] 4000K [Ra85] 50 60 N/A
LR1506-35H35D† 220-240 GU10 25,000 600 35 270 2800K [Ra82] 4000K [Ra85] 50 60 N/A

LR1203DGv2-WFL
LR1203DGv2-VWFL

3W

LR1204DGv2-WFL
LR1204DGv2-VWFL

4W

LR1506-35H24D
LR1506-35H35D

6W

Available in different beam angle options, the LED PAR16 reflector is ideal for various applications

• True replacement for 35W halogen PAR16 with only 6W power consumption  
• Ideal substitute for halogens with significant energy savings

LED GX53

Incredible slim profile for LED cabinet lighting

• Integral LED cabinet lighting with GX53 lamp base
• Ultra slim profile: lamp length is only 25mm

LED MR16

ER0604DGv2-WFL
ER0604DGv2-VWFL

ER1708d-50H24D
ER1708d-50H36D

4W

ER0605DGv2-WFL
ER0605DGv2-VWFL

5W 8W
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Neonlite Electronic & Lighting (HK) Limited, 
the brand owner of renowned energy efficient 
lighting brand MEGAMAN®, has released its first 
Sustainability Report, marking its commitment to 
conducting business in a socially responsible and 
sustainable manner.

Sustainability does not only mean designing and 
producing environmental friendly products, but 
also includes a commitment to minimising the 
environmental impact arising from all aspects of 
the business. 

The report follows the guidelines of the Global 
Reporting Initiatives (GRI) and can be viewed at 
www.megaman.cc/sustainability-report.

Committed to sustainable
development

Specifications:

Specifications:

Specifications:

LR1412d-75H30D

12W

LED PAR30S

Powerful light output, the LED PAR30S reflector provides a direct retrofit in size and shape to its popular 
halogen equivalent

• Best energy efficient replacement for 75W halogen PAR30S
• Linear dimming from 100% to 10% available*

Model No. Voltage
(V)

Lamp
Base

Rated Life
(hrs)

Max. Luminous
Intensity (cd)

Beam Angle
(°)

Luminous Flux
(lm)

Colour Temp. [CRI] Diameter
(mm)

Length
(mm)

Dimmable

LR1412d-75H30D† 220-240 E27 30,000 2300 30 600 2800K [Ra82] 4000K [Ra85] 95 88 100-10%*

Specifications:

Model No. Voltage
(V)

Lamp
Base

Rated Life
(hrs)

Max. Luminous
Intensity (cd)

Beam Angle
(°)

Luminous Flux
(lm)

Colour Temp. [CRI] Diameter
(mm)

Length
(mm)

Dimmable

LR1916-FL† 220-240 E27 25,000 6000 FL (25°) 950 2800K [Ra80] 4000K [Ra80] 121 133 N/A

IP44

LR1916-FL

16W

LED PAR38 (IP44)

Superb lighting performance to provide a perfect alternative to 100W halogen PAR38

• Provides protection against water splashing from any direction#

• Significant energy savings of 84% and low maintenance costs

Specifications:

LED AR111

Excellent luminous intensity provides a perfect replacement for 75W halogen AR111

• The all-new design with a glass cover makes maintenance easy
• Capable for linear dimming from 100% to 10%*

ER1415d-75H24D
ER1615d-75H45D

15W

LR1615d-75H24D
LR1815d-75H45D

Model No. Voltage
(V)

Lamp
Base

Rated Life
(hrs)

Max. Luminous
Intensity (cd)

Beam Angle
(°)

Luminous Flux
(lm)

Colour Temp. [CRI] Diameter
(mm)

Length
(mm)

Dimmable

ER1415d-75H24D† AC/DC 12V G53 40,000 5000 24 950 2800K [Ra82] 4000K [Ra85] 111 76 100-10%*
ER1615d-75H45D† AC/DC 12V G53 40,000 2000 45 950 2800K [Ra82] 4000K [Ra85] 111 76 100-10%*
LR1615d-75H24D† 220-240V GU10 40,000 5000 24 950 2800K [Ra82] 4000K [Ra85] 111 89 100-10%*
LR1815d-75H45D† 220-240V GU10 40,000 2000 45 950 2800K [Ra82] 4000K [Ra85] 111 89 100-10%*

Specifications:

†	 Preliminary data
*	 100-10% dimming is capable when working with a leading edge dimmer.
#	 IP54 protection is guaranteed when used with proper fixtures of IP44 or above.

†	 Preliminary data
*	 100-10% dimming is capable when working with a leading edge dimmer.




